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HCKEE VOORHEES & SEASE 



Ammdments to the aaima 

Claims 1-S (Cancelled) 



Clann^^ (Currently amended): Ttic blade implement of claim ((3)] 21 wherein the Wade is 



permitted 360 degrees of movement. 



aaim 7 (Cancelled) 



Clain^ (Currently amended): The blade implement of claixn [[l]! 21 wherein the blade is 
approximately equal to the length of the utility bucket. 



Clflim^ (CuirenUy amended): The blade iihptement of claim [(IH 21 wherein the blade is 
only a portion of die length of the utility bucket. 

Claim^(Cuncntly amended): The blade implement of clirini 9 wherein the blade is 
positioned off-center fjo^the utility bucket. 



Claims 11-20 (Cancelled) 
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Claim j/i (New): An industrial vehide comprising: 

a pair of bucket ams pivoially mounted to the industrial vehicle for pivotal jnovcmcnt about a 

fiist horizontal axis, and each of the bucket ams having a bucket aim end that swings 

about the first horizontal axis ftom an elevated to a lowered position; 
a utility bucket mounted to the pair of bucket arm ends for pivotal movement about a second 

horizontal axis, the utility bucket having an open front, a closed back, a closed underside 

alengthandawidtfi; 

a support structtue comprising a mounting plate detadiably mounted to the bucket below tfie 

closed underside thereof; 
a swivel attached to the mounting plate and comprising a guide ring and a swivel plate, one 

member of the swivel plate and the guide ring being attached to the mounting plate and 

die other member of the swivel plate and the guide ring being free to route with respect 

to the one member and the mounting plate; 
a pair of moldboaid supports being rigidly attached to the other member and extending 

downwaidly there frxnn, the moldboard suppotts being spaced apart from one anotfier a 

pKectetermined distance there between; 
a cross beam attached to both of the pair of moldboard supports and extending between and 

outwardly beyond the predetennined distance between the moldboard supports; 
a moldboard attached to both of the pair of moldboard supporte and also attached to the cross 

beam so that a force acting against the moldboard is transmitted to the pair of moldboard 

supports and the cross beam and into the industrial vehicle. 
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Claim^ (New): The industrial vehicle of claim 21 and ba&va comprising a locking 
member for engaging boA of the guide ring and the swivel plate to attach them together. 

(I 

Oaim ^ (New): The industrial vehicle of claim 22 and further comprising a pluxality of 
slots being provided in one of the guide ring and the swivel plate, the locking member being 
attached to the other of the guicfe ring and the swivel plate and being movable into one of the 
slots for attaching the guide ring and the swivel plate together. 

Claiffl^ (New): The industrial vehicle of claim 23 wherein the mounting plate has a 
forwBid engaging slot that retentively engage the closed underside of the utility bucket at the 
open front thereof, and metal tabs thai retentively engage the closed back of the utility bucket. 



ClehnjS (New): An industrial vehicle comprising: 

a pair of bucket arms pi votally mounted to the industrial vehicle for pivotal movement about a 
first horizontal axis, and each of the bucket anns having a bucket arm end Aai swing$ 
about the first horizontal axis from an elevated to a lowered position; 

a utility bucket mounted to the pair of bucket arm ends for pivotal movement about a second 

horizontal axis* the utility bucket having an open front, a closed back, a closed underside, 
a length and a width; 

a siq^rt structure comprising a mounting plate detachably mounted to the bucket below the 
closed underside thereof, the mounting plate having a forward engaging slot that 
lecentively engages the closed underside of the utility bucket at the open front thereof, and 
metal tabs that retentively engage the closed back of the utility bucket; 
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a swivel attached to the ntounting plate and comprising a guide ring and a swivel plate, one 

member of the swivel plate and die guide ring being attached to the mounting plate and 
the odier member of the swivel plate and the guide ring bfiing free to rotate with lespea 
to the one member and the mounting plate; 

a pair of moldboard supports being rigidly attached to the other member and extending 

downwardly there from, the moMboaid si^^its being spaced apart firom one another a 
piedetennined distance there between; 

a moldboard attached to the pair of moldboard supports. 

dp 

(Mm 26 (New): The industrial vehicle according to claim 25 wherein the elongated 
member is T-shaped in cross section. 

CJaim^^ (New): The industrial vehicle according to claim 26 wherein the length of the 
moldboaid is less than the width of the bucket and the predetermined angle is oblique with 
respect to the width of the bucket. 

aain(^(Ncw): A method constructing an industrial vehicle comprising: 

a pair of bucket arms pivotally mounted to the Industrial vehicle for pivotal movement about a 

first borizontdl axis, and each of the bucket arms having a bucket arm end that swings 

about the fust horizontal axis from an elevated to a lowered position; 
a utility bucket mounted to the pair of bucket arm ends for pivotal movement about a second 

horizontal axis, the utility bucket having an open front, a closed back, a closed underside, 

a length and a width; 
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detschably mounting a support stxuctuie to die bucket below the closed underside thexraf; 
affixing a swivel to the mounting plate^ the swivel cominising a guide ring and a swivel plate, 

one member of the swivel plate and the guide ring bei ng attached to the mounting plate 

and the other member of the swivel plate and the guide ring being free to nnate with 

respect to the one member and the mounting plate; 
extending a pair of moldboard supports rigidly attached to the other member downwardly there 

from, the moldboard supports being spaced apart from one another a predctennined 

distance there between; 

mounting a cross beam to both of the pair of moldboard suppoits so that the cross beam extends 
between and outwardly beyond the predetermined distance between the moldboard 
supports; 

attaching a moldboaid to both of the pair of moldboard supports and also to the cross beam so 
that a force acdng agaitist the moldboard is transmiRed to the pair of moldboard supports 
and the cross beam and into the industrial Vehicle. 



6 

PM£7m'RCVDATSIW2:14:18rapa$tOTD^ 



